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PACKAGING MACHINES - PACKAGING SYSTEMS - INTEGRATED SYSTEMS
MAKING PACKAGING SIMPLE & STRONG

Note: Product specifications are subject to change without notification.

JS   1 FPRC
FULLY AUTOMATIC BOX STRAPPING 

MACHINE WITH PRESSING
(FOR CORRUGATED BUNDLE)

Features:

Wide Range Electronic Tension Control | Automatic Strap Load-in System for Easy Start-up | Electronic Outside Tension Control |  

End of Strap Sensor | Strap Loop Ejector | Strap Re-feed System | Standard Foot Bar Padel |

HMI Touch Screen for Operation  Panel | Heavy-Duty Casters, Locable

Arc Size

Weight

Table Height

Package Size

Packing Speed

Conveyor Speed

Reel Inside Diameter

Strap Width

Strap Joint

Options

Power Supply

1250mm (W) x 500mm (H)  |  49.21” x 19.68” (W x H)     

350 Kg.  |  771.61 lbs.

760mm - 1040mm   |  29.92” - 40.94”  (adjustable)

Max - Within the Arc Size

Min - 80mm (W) x 60mm (H)  |  3.14” x 2.36” (W x H)

12 - 13 Bundles / Min. with Press

9 - 51 Mtr. / Min. 

200mm | 230mm | 280mm  |  (7.87” | 9.05” | 11.02”)

5 /6 mm

Heat Sealed

#304 Stainless Steel Housing

Light Buzzer

220 / 230 V | 50 / 60 Hz | 1 Phase

-


